





NM200 and NM100 Volume Control and Speakers

NA300MCWH

NS382CWH

NS3820BL

NS3820WH

NA300MCWH - Volume Control

The NA300OMCWH Volume Control (White) mounts in a single-gang J-box and includes a
standard white wall plate. The volume control is designed for 45-ohm intercom speakers in
the NM line of intercoms.

NS382CWH - Indoor 8" 2-Way In-Ceiling Intercom Speaker

The NS382CWH In-Ceiling Intercom Speaker is an 8", 2-Way 45-ohm, recessed speaker
designed for use with NM intercom systems. The speaker frame is white with a white metal
grille. No rough-in frame is required.

NS3820WH - White Outdoor 8" 2-Way Intercom Speaker

NS3820BL - Black Outdoor 8" 2-Way Intercom Speaker

These Outdoor Intercom Speakers are 45-ohm, 2-way, weather-resistant cube speakers.
The speaker pair is supplied with an aluminum hanger bracket and hardware.

Intercom Speaker Options for NM100 and NM200
Order Rough-in PLUS finish kit to make a complete unit.

Finish Kit Rough-In
Model No. Finish Width Height In-Wall Depth Projects Model No.
Indoor 45 Ohm Intercom Speaker & Volume Control

NS382CWH White 10-5/8" Dia  10-5/8" Dia 3-11/16" 5/8" -
NA30OMCWH  White 2.3/4" 412 TM6'plusiBox 1316t S"ISGa

Outdoor 45 0hm Intercom Speakers

NS3820BL Black
NS3820WH White

\ ; 4-1/4"
8 5-1/4 - Depth -

Intercom Options:
See p. 15 for chime modules and audio wall plate and p. 14 for update and surface frames.
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NM Series - Surface, Update Frames and Rough-ins

[ ]
NF200MWH
NRKS200PWH
NF100CWH
B
NF200CWH
{
NF300RWH
NF100MWH NF300DWH
NM Series Surface and Update Frames
In-Wall
Frames Finish Width Height ~ Depth Projects Rough-In Model No.
" " 2-1/2" with *Master’
NF200CAL Almond  16-1/8 11-7/8 - Station & CD Player NWH300C
" " " 2-1/2" with ‘Master’
NF200CWH White 16-1/8 11-7/8 = Station & CD Player NWH300C
f " " 1-3/16" with
NF200MWH White  16-5/16 6-1/4 - \Master’ Station NWH300
; " " 1-3/16" with
NF100MWH White  17-1/2 10-5/8 - \Master'Station NWH300
f " f 2-1/2" with *Master’
NF100CWH White 17-1/2 15-3/16 = Station & CD Player NWH300C
Berei Replacement
NF300RWH White 7-1/2" 10" - LR Wlth installation, use existing
Remote Station .
rough-in
. ! " 4-3/8" with
NRKS200PWH White 5-7/8 7-7/8 = Outdoor Station =
. Replacement
] . 0 1-1/4" with . " -
NF300PWH White 7-1/2 10 - R SR installation, use existing
rough-in
" " 2-3/16" with
NES300DBL Black 5-15/16" 3-13/16 = Door Speaker =
f " " 2-3/16" with
NES300DWH White 5-15/16" 3-13/16 = Door Speaker =
- Replacement
R " 1 1-9/16" with q A a-ng
NF300DWH White 4-7/8 6-5/8 - S SR installation, use existing
rough-in
f " " 4-5/16" with
NRKS300R White  9-7/16 11 Remote Station -
NM Series Rough-ins
In-Wall
Rough-Ins Finish Width Height Depth Projects Rough-In Model No.
f " " No projection with 1/2" or
NWH300 Metal 14-3/8 5-9/16 3-1/2 thicker finish wal| surface -
I f " No projection with 1/2" or
NWH300C Metal 14-3/8 11-1/4 3-1/2 T e =
0 ! ! No projection with 1/2" or
NRKR200R Metal 5-15/16 5-3/4 7/16 ifielter i wall SurEEs -
NRKF200P Plastic ~ 4-13/16" 4-7/8" 2-13/16" = =
NRKR300D Metal 3-5/8" 5-3/4" 2-3/8" - -

NRKS200PWH - Outdoor Remote
Station Surface Mount Frame

The NRKS200PWH Outdoor Remote
Station Surface-mount Frame is used
to rough-in outdoor remote stations
used with an NM200 installation. This
plastic frame is compatible with the
NPS200WH Outdoor Remote Station.

NF200MWH -‘Master’ Frame

The NF200MWH *Master’ Frame is used
in installations where a gap is exposed
around the master mounting hole. The
frame is designed to fit NM200 and
NM100 ‘Master’ Stations.

NF200CWH (White)

and NF200CAL (Almond)

‘Master’and CD Combination Frame

The NF200C ‘Master’ and CD Combination
Frame is used in new and retrofit intercom

installations. The frame is designed to fit an
NM200 and NM100 ‘Master’ Station with

an NC300 CD Changer.

NF100CWH -‘Master’and CD
Combination Retrofit Frame

The NF100CWH *Master’ Retrofit

Frame (White) is used in retrofit intercom
installations when replacing a master only
system with an NM100 or NM200 *Master”
System in a 6-wire retrofit installation with
NC300 CD changer.

NF300RWH - Indoor Remote Station
Retrofit Frame

The NF300RWH Indoor Remote Station
Retrofit Frame is used in retrofit intercom
installations when replacing older indoor
remote stations with NRS103, NRS104
or NRS200 Indoor Remote Stations.

NF100MWH -‘Master’ Retrofit Frame
The NF1I00MWH *Master’ Retrofit
Frame (White) is used in retrofit
intercom installations when replacing

a master only system with an NM100
or NM200 ‘Master’ System in a 6-wire
retrofit installation.

NF300DWH - Door Speaker

Retrofit Frame

The NF300DWH Door Speaker Retrofit
Frame is used in retrofit intercom
installations when replacing a non-NM
series NuTone door station. This retrofit
mounting frame fits the NDB300BB,
NDB300AB, NDB300WH and
NDB300ON Door Speakers.



NM200 and NM100 Accessories

NA3003C - 3-Note Chime Module
The NA3003C 3-Note Chime Module
can be installed in either NM100 or
NM200 *Master’ Stations. To announce
a visitor, the intercom system’s door
chime sounds when the chime button is
pressed on a door speaker connected

to the intercom. The module can be set
to play one, two, or three notes with a
different chime for each door.

NA3008C - 8-Note Chime Module
The NA3008C 8-Note Chime Module
can be installed in either NM100 or
NM200 *Master’ Stations. To announce
a visitor, the intercom system’s door
chime sounds when the chime button is
pressed on a door speaker connected to
the intercom. The module can be set to
play one, two, four, or eight notes with a
different chime for each door.

NW4S - Shielded Cable, 22 gauge

The NW4S Shielded Door Station Cable
is 4-conductor, 22 gauge, shielded cable.
The cable is supplied in a 75 foot roll.
This cable is typically used to connect
NM Series door stations to NM200

and NM100 systems.

TA30WH Audio Wall Plate

Interface home audio equipment into the
NuTone® intercom system. Allows you

to send audio from a CD, MP3, DVD or
cassette tape and distribute it through

a NuTone® intercom system. White

metal audio plate includes two RCA™
female connectors for connecting to your
equipment. Mounts on wall behind home
audio equipment. Installs and connects to
the intercom using IR30K rough-in kit.

IR30K Rough-In Kit

Rough-in housing kit is used to mount
and connect TA30WH wall plate.
Includes plastic single gang wall box
and two 507 shielded audio cables with
RCA™ plugs.

[A30WH

NA3003C

NA3008C

Chime Model Option for: NM100 and NM200

Module mounting inside Master Station

Finish Kit In-Wall

Model No. Finish Width Height  Depth Projects Rough-In Model No.
NA3003C - 3-1/4" 3-1/4"  Chime module mounts inside ‘Master” station

NA3008C = 3-1/4"  3-1/4"  Chime module mounts inside ‘Master” station

NM100, NM200 Intercom Accessories
Order Rough-in PLUS finish kit to make a complete unit

Finish Kit In-Wall

Model No. Finish Width Height Depth Projects Rough-In Model No.
Audio Wall Plate

TA30WH Brioht  21316" 496 ane’ ane" IR30K
Transformers

NA200TA - 6-5/8"  4-5/8" 3-3/4" - -
NA300TA - 6-5/8"  3-3/4"  3-11/16" - -

Cahle

NW4S - - - - - -

NM200 Intercom Accessories
Connector mounting inside N\M200 Master Station

Finish Kit In-Wall

Model No. Finish Width Height Depth Projects Rough-In Model No.
Station Connector

NA200QC - 1-3/16" 7/8" 1/2" - -

Intercom Options:
See p. 13 for intercom speakers and volume control and p. 14 for update and surface frames.
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Wiring Diagrams

INSIDE AM INSIDE FM
ANTENNA ANTENNA
Qurpeon wppied) ppied ooer,
AWG AWG
NS3820BL
é El 6‘ é NS382CWH
RS8Ot [l (D~ cats cats () ]
NA300OMCWH INDOOR NA300MCWH INDOOR
VOLUME CONTROL VOLUME CONTROL
OUTDOOR  OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NA3008C NM 200 NRS200AL NRS200AL
CHIME
NPS200WH NPS200WH MODULE MASTE R NRS200WH NRS200WH
NWH300 ROUGH-IN
INCLUDES NA300TA
d- caTs _(P_ TRANSFORMER SP_ cAT5 —(D
NA300TA
TRANSFORMER
- Nwas 14/2
W/GND 18 (]~ RrRsoKWITH
Elj AWG I SHIELDED
NDB300AB NDB300AB
NDB300BB NDB300BB CABLES
NDB300ON NDB300N CAUTION: DO NOT SUPPLY
NDBSOOWH | () |NDB30OWH  POWER UNTIL LOW VOLTAGE DOOR RELEASE
CONNECTIONS ARE MADE
DOOR DOOR IN MASTER, 120VAC, 60HZ, DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER CLASS I. OBSERVE LOCAL  TRANSFORMER INPUT PLATE

CODE. NUTONE MODEL
NA300TA TRANSFORMER
MUST BE USED.

NM200 4 Remote Station System

Quantity  Model Description

1 NM200WH ‘Master’ Station

4 NRS200WH Remote Stations

1 NDB300WH Door Speaker

1 NRKRWH300 ‘Master,” Remote Station and Door Speaker Rough-Ins

Components must be ordered separately.



INSIDE AM INSIDE FM
Qurocon s oo (@ppied i dooon
AWG AWG
NS3820BL
é O O (J_) NS382CWH
NSaB20WH [ (D-cats cats () [l
NABOOMCWH INDOOR NABOOMCWH INDOOR
VOLUME CONTROL VOLUME CONTROL
OUTDOOR OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NA3008C U( NRS200AL NRS200AL
CHIME
NPS200WH NPS200WH o n » NRS200WH NRS200WH
00C RO
D A200TA AND
(- CATS —q)_ A300TA TRANSFORMER Q- cats O
L/R AUDIO
CD CABLES
cONTROL CAmLE LS00
D— Nw4s —D D CHAN R
00C RO 18 (D~ R0k wITH
A A A SHIELDED
NDB300AB NDB300AB 2 L 2 AWG I
NDB300BB NDB300BB A300TA TRA ORMER
NDB30ON NDB30ON
NDB300WH 0O 0 NDB300WH DOOR RELEASE
NA300TA NA200TA
DOOR DOOR TRANSFORMER| |TRansFormer| DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER TRANSFORMER INPUT PLATE

14/2
W/GND

CAUTION: DO NOT SUPPLY POWER UNTIL LOW VOLTAGE
CONNECTIONS ARE MADE IN MASTER AND CD CHANGER, 120VAC,
60HZ, CLASS |. OBSERVE LOCAL CODE. NUTONE MODEL NA200TA

AND NA300TA TRANSFORMERS MUST BE USED.

NM200 4 Remote Station System with
NC300 CD Changer

Quantity  Model

Description

1 NM200WH ‘Master” Station

1 NC300WH CD Changer

1 NF200CWH ‘Master’ and CD Changer Mounting Frame

4 NRS200WH Remote Stations

1 NDB300WH Door Speaker

1 NRKRWH300C ‘Master’/CD Changer, Remote Station and Door

Speaker Rough-Ins

Components must be ordered separately.
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Wiring Diagrams

INSIDE AM INSIDE FM
Qurooon e e o) . dooon
AWG AWG
NS3820BL
NS382CWH
NS3820WH 18
NA300MCWH INDOOR AWG AWG NA300MCWH INDOOR
VOLUME CONTROL VOLUME CONTROL
OUTDOOR OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NPS108WH NPS103WH MASTER NRS103WH NRS103WH
3 NWH300 ROUGH-IN
W";e INCLUDES NA300TA
D eon P MRS O
CABLE CABLE
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D— Nw4s —(
IR30K WITH
SHIELDED
NDB300AB NDB300AB CABLES
NDB300BB NDB300BB
NDB30ON NDB300N CAUTION: DO NOT SUPPLY
NOBSOOWH| () |NDBSOOWH  POWER UNTIL LOW VOLTAGE
CONNECTIONS ARE MADE
DOOR DOOR IN MASTER, 120VAC, 60HZ, DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER CLASS I. OBSERVE LOCAL  TRANSFORMER INPUT PLATE
CODE. NUTONE MODEL
NA300TA TRANSFORMER
MUST BE USED.
INSIDE AM INSIDE FM
Qyroo0n s oo
AWG AWG
NS3820BL
NS382CWH
NS3820WH 18 18
NA300MCWH INDOOR AWG AWG NA300MCWH INDOOR
VOLUME CONTROL VOLUME CONTROL
OUTDOOR  OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NA3008C 0(
CHIME
3 NPS103WH NPS103WH MODULE i » NRS103WH NRS103WH
Wire 00C RO
D A200TA AND
A300TA TRANSFORMER
P 2o~ P
CABLE L/R AUDIO CABLE
CD CABLES
CONTROL GABLE LS00
D— Nwas —( D CHAN R
00C RO 18 (]~ r3ok wiTH
SHIELDED
D 00TAAND AWG
NDB300AB NDB300AB
NDB300BB NDB300BB A300TA TRA ORMER I CABLES
NDB300N NDB300ON
NDB300WH o 0 NDB300WH DOOR RELEASE
NA300TA NA200TA
DOOR DOOR TRANSFORMER | |TRANsFoRMER| DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER TRANSFORMER INPUT PLATE
CAUTION: DO NOT SUPPLY POWER UNTIL LOW VOLTAGE
MEND CONNECTIONS ARE MADE IN MASTER AND CD CHANGER, 120VAC,

NM100 4 Remote Station System (3-wire)

60HZ, CLASS |. OBSERVE LOCAL CODE. NUTONE MODEL NA200TA

AND NA300TA TRANSFORMERS MUST BE USED.

NM100 4 Remote Station System (3-wire)
with NC300 CD Changer

Quantity  Model Description Quantity  Model Description
1 NM100WH  ‘Master’ Station 1 NM100WH  ‘Master’ Station
1 NWH300 ‘Master’ Rough-In 1 NC300WH CD Changer
1 NF100MWH ‘Master’ Retrofit Mounting Frame 1 NWH300C ‘Master’ and CD Changer Rough-In
4 NRS103WH  Remote Stations 1 NF100CWH  ‘Master’ and CD Changer Retrofit Mounting Frame
4 NF300RWH  Remote Station Retrofit Mounting Frame 4 NRS103WH  Remote Stations
1 NDB300WH  Door Speaker 4 NF300RWH  Remote Station Retrofit Mounting Frame
1 NF300DWH  Door Speaker Retrofit Mounting Frame 1 NDB300WH  Door Speaker
Components must be ordered separately. 1 NF300DWH  Door Speaker Retrofit Mounting Frame

Components must be ordered separately.



Wire

Wire

OUTDOOR
SPEAKER

NS3820BL
NS3820WH

INSIDE AM INSIDE FM
ANTENNA ANTENNA
18 (supplied) (supplied)

AWG

NA300MCWH INDOOR
VOLUME CONTROL

18 INDOOR
AWG SPEAKER
NS382CWH
18
AWG NA30OMCWH INDOOR

VOLUME CONTROL

NM100 4 Remote Station System (4-wire)

OUTDOOR ~ OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NPS104WH NPS104WH M AST E R NRS104WH NRS104WH
NWH300 ROUGH-IN
INCLUDES NA300TA
TRANSFORMER
b awre ( )~ 4WIRE
orsh FEESSS‘_L OrSHIELDED
CABLE CABLE
D— Nw4s -
IR30K WITH
NDB300AB NDB300AB SHIELDED
300, 300/
NDB300BB NDB300BB CABLES
NDB30ON NDB30ON CAUTION: DO NOT SUPPLY
NDB30OWH o o) NDB30OWH  pOWER UNTIL LOW VOLTAGE DOOR RELEASE
CONNECTIONS ARE MADE
DOOR DOOR IN MASTER, 120VAC, 60HZ, DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER CLASS |. OBSERVE LOCAL TRANSFORMER INPUT PLATE
CODE. NUTONE MODEL
NA300TA TRANSFORMER
MUST BE USED.
INSIDE AM INSIDE FM
ourooon uppled) (o) 15 INooon
AWG — AWG
NS3820BL
NS382CWH
NS3820WH 18 18
NA300MCWH INDOOR AWG AWG NA30OMCWH INDOOR
VOLUME CONTROL VOLUME CONTROL
OUTDOOR ~ OUTDOOR INDOOR INDOOR
REMOTE REMOTE REMOTE REMOTE
STATION STATION STATION STATION
NA3003C/
NA3008C i
CHIME
NPS104WH NPS104WH MODULE A » NRS104WH NRS104WH
00CRO
D A200TA AND
A300TA TRANSEORMER
)‘FLA“TVF%ISEON‘Q - EP‘FLA“TVAIS&N
S n uoio S
CD CABLES
A C300
D— NW4s —( D CHAN R
o000 s
D A200TA AND AWG
NDB300AB NDB300AB
NDB300BB NDB300BB A300TA TRA ORMER CABLES
NDB300ON NDB300N
NDB30OWH o o NDB30OWH DOOR RELEASE
NA300TA NA200TA
DOOR DOOR TRaNSFORMER| [TRANsForver| DOOR RELEASE IA30WH AUDIO
SPEAKER  SPEAKER TRANSFORMER INPUT PLATE
14/2 CAUTION: DO NOT SUPPLY POWER UNTIL LOW VOLTAGE
W/GND CONNECTIONS ARE MADE IN MASTER AND CD CHANGER, 120VAC,

B0HZ, CLASS |. OBSERVE LOCAL CODE. NUTONE MODEL NA200TA

AND NA300TA TRANSFORMERS MUST BE USED.

NM100 4 Remote Station System (4-wire)

with NC300 CD Changer

Quantity ~ Model Description Quantity ~ Model Description
1 NM100WH  ‘Master’ Station 1 NM100WH  ‘Master’ Station
1 NWH300 ‘Master’ Rough-In 1 NC300WH CD Changer
1 NF100MWH ‘Master’ Retrofit Mounting Frame 1 NWH300C ‘Master’ and CD Changer Rough-In
4 NRS104WH  Remote Stations 1 NF100CWH  ‘Master’ and CD Changer Retrofit Mounting Frame
4 NF300RWH  Remote Station Retrofit Mounting Frame 4 NRS104WH  Remote Stations
1 NDB300WH  Door Speaker 4 NF300RWH  Remote Station Retrofit Mounting Frame
1 NF300DWH  Door Speaker Retrofit Mounting Frame 1 NDB300WH  Door Speaker
Components must be ordered separately. 1 NF300DWH  Door Speaker Retrofit Mounting Frame

Components must be ordered separately.
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Indoor Air Quality

Speakers Medicine Cabinets Range Hoods (IAQ) Systems

Trash Compactors Ceiling Fans Chimes

:-l-

Sensing Fans Heaters Central Vacuums Ventilation Fans Ironing Centers

NuTone® is America’s leading brand of residential built-in convenience products including door chimes, central vacuum systems,
intercom systems, home theater speakers, medicine cabinets, ironing centers and ventilation fans.

Broan® is America’s leading brand of residential ventilation products including range hoods, ventilation fans, heater/fan/light
combination units, Indoor Air Quality (IAQ) Systems, built-in heaters, whole-house fans, attic ventilators, paddle fans and

trash compactors.

Broan and NuTone are proud to be ENERGY STAR® partners.

Nulone

www.NuTone.com

Broan-NuTone LLC, 926 W. State Street, Hartford, WI 53027 « 888-336-3948
In Canada call 877-896-1119
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